VAPOR INTRUSION SCREENING LEVELS (pg/m’) %3
Sub-Slab Sub-Slab Indoor Air Indoor Air

Residential Industrial/Commercial Residential Industrial/Commercial
Benzene 12 52 0.36 1.6
Tetrachloroethylene 360 1,600 11 47
Trichloroethylene 16 100 0.48 3.0
Vinyl Chloride 5.6 93 0.17 2.8
Notes:
1. ]chnit((ejthtates Environmental Protection Agency’s (US EPA) Vapor Intrusion Screening Levels (VISLs) are noted in the table and can be

oun ere.

2. The term “Vapor Intrusion Screening Levels” or “VISLs” is used as a generic term for regulatory standards.

3. The Georgia Environmental Protection Division (EPD) does not have stand-alone vapor intrusion guidance and defaults to US EPA
guidance.

4, Site-specific evaluation or mitigation is required if the VISLs are exceeded. Note the EPD has developed the "Guidance for
Evaluating the Vapor Intrusion Exposure Pathway” that can be found here. Refer to the EPD Vapor Intrusion Technical Guidance for
more information.
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https://www.epa.gov/vaporintrusion/vapor-intrusion-screening-level-calculator
https://epd.georgia.gov/document/pdf/finaldraftviguidance8-31-21/download
https://epd.georgia.gov/vapor-intrusion-technical-guidance

